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PRODUCTS IN THE RANGE

We can create custom engineered transmission solutions of any size and configuration.

Serving an entire spectrum of mechanical drive applications from food, energy, mining and metal; to automotive, 
aerospace and marine propulsion, we are here to make a positive difference to the supply of drive solutions.

We offer a wide range of repair services and many years experience of repairing 
demanding and highly critical transmissions in numerous industries.

Series X
Cone Ring
Pin and bush 
elastomer coupling

Series X
Torque Limiter
Overload protection 
device

Series J
Shaft mounted 
helical speed 
reducers

Series C
Right angle drive 
helical worm geared 
motors & reducers

Series BD
Screwjack worm
gear unit

Series G
Helical parallel shaft 
& bevel helical right 
angle drive gear 
units

Service & 
Repair
All brands and types

Series M
In-line helical geared 
motors & reducers

Series H
Large helical parallel 
shaft & bevel helical 
right angle drive units

Roloid Gear Pump
Lubrication and fluid 
transportation pump

Series BS
Worm gear unit

Series X
Nylicon
Gear coupling with 
nylon sleeve

Series A
Worm Gear units 
and geared motors 
in single & double 
reduction types

Series X
Gear
Torsionally rigid,
high torque coupling

Series K
Right angle helical 
bevel helical geared 
motors & reducers

Series F
Parallel shaft helical 
geared motors & 
reducers
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Total compliance with the ATEX Directive safeguarding the use of
industrial equipment in potentially explosive atmospheres is
assured for users of our geared products.

Certification is available for standard gearboxes and geared
motors with badging displaying the ATEX zone, name and location of 
the manufacturer, designation of series or type, serial number, year of 
manufacture, Ex symbol and equipment group/category.

ATEX directive 94/9/EC (also known as ATEX 95 or ATEX 100A)
enforced in all EC member states. Compliance is compulsory for 
designers, manufacturers or suppliers of electrical and non-electrical 
equipment for use in potentially explosive atmospheres created by the 
presence of flammable gases, vapours, mists or dusts.

Ex compliant standard gearboxes can be supplied against Groups
2 or 3 for surface industries in designated hazardous location
Zones 1 and 2 for gases, vapours and mists; and in Zones 21 and
22 for dusts.

ATEX
Compliance Assured
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SERIES BD

We are a company in the transmission field with 
comprehensive experience in manufacturing and 
marketing MECHANICAL WORM GEAR SCREW 
JACKS, and complete screw jack systems.

With this catalogue we have made it easy to select 
a screw jack or screw jack system suitable for your 
application. You can also consult our Technical Sales 
and Engineering department. They will help you with 
computer calculations and suggestions, for both 
standard and special applications.

With our global subsidiaries and good sales network, 
we are able to give the optimum solution on a local 
basis.

Please refer to the back page of this publication for 
details of the company operating on your market.

BD and BDL
Mechanical worm gear screw jack with trapezoidal 
lifting screw available with translating lifting screw or 
lifting nut.

8 standard sizes.

Capacities up to 1000 kN (100 tonne)

1500 kN (150 tonne) on request.

Lifting speed up to 2.4 m/min (40 mm/s).

Double speed with two-start lifting screw.

Standard lifting screw length up to 6 m.

Longer on request.

Self-locking for standard single start lifting screw in 
the majority of non vibrating operating conditions 
Consult your local sales representative for further 
details.

Small side loads accepted only on type BD, 
consult your local sales representative for detailed 
information.

BDK and BDKL
Mechanical worm gear ball screw jack, available with 
translating lifting screw or lifting nut.

Capacities up to 125 kN (12.5 tonne).

200 kN (20 tonne) with ball screw available on 
request.

500 kN (50 tonne) with roller screw available on 
request.

Lifting speeds up 5.4 m/min (90 mm/s)

Faster on request.

Standard lifting screw length up to 5.5 m.

Not self-locking, must be combined with a brake 
arrangement.

Special screw jack 
BSD and BSDL 40-71
BS-Worm gears size 40 to 71 can be combined with 
trapezoidal lifting screw or ball screw with translating 
screw or lifting nut.

Capacities up to 30 kN (3 tonne)

INTRODUCTION
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SERIES BDSERIES BD
STANDARD & VARIANT

EXECUTIONS
Standard Executions

BDK Ball Screw jack with Translating Lifting Screw BDKL Ball Screw jack with Lifting nut

BDL Screw jack with Lifting nutBD Screw jack with Translating Lifting Screw

Fig. 3 Fig. 4 Fig. 5 

Fig. 6 Fig. 7

Fig. 1 Fig. 2

Screw jack with PVC Bellows Screw jack with Motor Flange Screw jack with Stop nut SM
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SERIES BDSERIES BD
VARIANT & SPECIAL

EXECUTIONS
Variant Executions

Fig. 14

Fig. 11

Fig. 8

Fig. 15

Fig. 12

Fig. 9

Fig. 13

Fig. 10

Screwjack with Reinforced Projection Tube Screw jack with Worm gear motor

SHM Safety nutMLS Magnetic Limit switchesLS Limit switches- Tele mecanique

LR Locked against rotation LRK Locked against rotation with 
key

ABL Antibacklash


